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LFS BAGS CONVEY-TRIM-INFEED-CLOSING UNIT

This unit, which is constituted by Automatic sewing head, CP4900-3
bags trimming & infeed device, Belt conveyor and a column, is used to
close bags filled with various products e.g. foodstuff, fertilizer, feed, &
chemicals. It is suitable for stitching packing of paper bags, woven bags
after bag top trimming and tape binding.
Functions: convey bags, auto feed in bags, auto trimming bag tops, auto
bind tapes, auto stop-start sewing, auto cutting threads.

Sewing head can be selected: GK35-6A, GK35-8A, GK68-9, DS-9C
Bag infeed device can be selected: CP4900-3
Belt conveyor: 2.5m (LFS2500) or longer
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LFS BAGS CONVEY-CLOSING UNIT (304 stainless steel)

LFS series bag convey-closing unit, which is constituted
by a sewing head, a column and a belt conveyor, is used to close bags

filled with various products e.g. foodstuff, fertilizer, feed, &

chemicals. It has a capability of handling 200~600 bags/hour with

automatic and simple operation. Right model suitable for working

condition can be selected from a wide range of different models.

Functions: convey bags, bag top closing.

Sewing head can be selected: GK35-2C, GK35-6A, GK35-8,

GK35-8A, GK68-6, GK68-9, DS-9C

1. Weight of the bags: 10~100kg;

2. Height of bags: 400-900mm;

3. Conveyor speed: 6~12m/min, 240~600bags/h.

4. Conveyor length: 2.0m(LFS2000), 2.5m(LFS2500),

3.0m(LFS3000) or longer; Width:40cm

5. Motor: 0.55KW for conveyer & 0.37 KW for sewing head

6. Thread cutting and start-stop styles are depended on Sewing

head selected

You can make up a complete set as you like, for example

LFS2500+ (GK35-6A) which is constituted by a 2.5m conveyor,

GK35-6A sewing head, a column and its control box.
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HBQG-4 AUTOMATIC LABEL DISPENSER

HBQG-4 Automatic Label Dispenser
Label Dispenser for individual paper labels. Labels are

automatically fed into the bag feed-in device and sewn to the

front side of open bags.

Output, up to 20 labels / min.

Dimensions of labels, min. height 80 mm, max. height 135

mm. Min. width 40 mm, max width 60 mm.

Capacity of label magazine, up to 300 pcs (depending on

label thickness).

Installation of label dispenser, in front the conveyor.

Voltage is 220 V, single phase.

Air supply, compressed air 6 bar.

Operating height 500 mmminimum.

Operating height 1700 mmmaximum. Other operating

heights upon special request

Size of label dispenser, 709 *267* 519mm

IMPORTANT: APTITUDE TEST OF LABELS

ESSENTIAL!

Preferable applicable in long feed-in device.
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B2 FILLED BAG CLOSING MACHINE

B2 bags convey-closing machine

Simply operating handle can move up and down the

sewing head. Provision of casters allows the machine to be

moved easily. The low position of the carrier table allows

easy loading and un-loading of bags. The carrier table is

equipped with anti-derailing device and automatic return

device.

speed (bags/hour): 200～300

dimensions (mm): 1180 X 830 X 2200

power supply (W): 370

stitching height (mm): 400-900

Weight (kg): 150

Bags made of any type of material can be stitched.

Suggest model: B2 (GK68-6), B2 (GK35-2C)



— 5—

ZB4900(SS) BAGS FEED-IN DEVICE

Folding width 35-50mm

Feeding speed 7-18m/min

Folding thickness 4 layers

Power 380V，50HZ, 140W

Net weight 54kg

Dimension 719×350×505mm

ZB4900(SS) bags feed-in device

ZB4900 bags feed-in device is used to feed the filled bags into the sewing machine and fold over the bag top. This model is used

together with the GK series automatic bag closing sewing machines.

ZB4900 made by normal carbon steel with folding function

ZB4900SS made by stainless steel with folding function

ZB4900-1 made by normal carbon steel without folding function

ZB4900SS-1 made by stainless steel without folding function

Then, what is the main difference between ZB4900 and ZB6900?

Firstly, the 4900 feed bags with belts while the 6900 feed bags with chains.

Secondly, the 4900 feed bags only to the presser before sewing while the 6900 feed bags until sewing completed.
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ZB6900(SS) BAGS FEED-IN DEVICE

Folding width 35-40mm

Feeding speed 7-18m/min

Folding thickness 4 layers

Power 380V，50HZ,

Gross weight 67kg

Packaged size 1050*420*530mm

ZB6900(SS) bags feed-in device

ZB6900 bags feed-in device is a long type feed-in device, which is used to feed the filled bags into the sewing machine and fold

over the bag top. This model is used together with the GK series automatic bag closing sewing machines.

ZB6900 made by normal carbon steel with folding

ZB6900SS made by stainless steel with folding

ZB6900-1 made by normal carbon steel without folding

ZB6900SS-1 made by stainless steel without folding

Then, what is the main difference between ZB4900 and ZB6900?

Firstly, the 4900 feed bags with belts while the 6900 feed bags with chains.

Secondly, the 4900 feed bags only to the presser before sewing while the 6900 feed bags until sewing completed.
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QG4900-3 BAGS FEED-IN AND TRIMMING DEVICE

ZB4900-3 bags feed-in and trimming device

ZB4900-3 bags feed-in and trimming device is used

to trim the bag top and feed the filled bags into

sewing machine. This model is used together with

the GK series automatic bag closing sewing

machines. After trimming the bag edge, a tape can

be bind over the top before sewing. With tape

folder, width of tape not adjustable. Available for

tape widths of 50, 55, 60 and 70 mm (standard 60

mm). Please specify when ordering. The paper or

PE bag is trimmed approx. 20 mm (may. 90 mm).

Taped before sewn. Performance test of bag

material recommended.
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SZ-1 SQUARE PEDESTAL

SZ-1 Square Pedestal

SZ-1 Square Pedestal is support device for bag closing

machine head. Constituted by a column, motor for the sewing

head, and electrical equipment, it can work together with

conveyor and bag closing sewing head to complete the bag

stitching assignments. The height of sewing head can be

manually adjusted so as to meet different bag height.

Motor: 370W, AC380V, 50HZ (or according to customer’s

request);

Height of bags: 200-900mm, or according to customer’s

request;

Pedestal made of Stainless steel can be customized.

Customers should select bag closing machine head

and feed-in device according to their request.
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SZ-2 CYLINDRICAL COLUMN

SZ-2 Cylindrical Column

SZ-2 Cylindrical Column is support device for bag closing

machine head and feed-in device. Constituted by a sewing

head, a feed-in device, a column, a motor for the sewing head,

and electrical equipment, it can work together with conveyor

to complete the bag stitching assignments. The height of

sewing head and feed-in device can be manually adjusted so

as to meet different bag height.

Motor: 370W, AC380V, 50HZ (or according to customer’s

request)

Height of bags: 300-900mm, or according to customer’s

request

Customers should select bag closing machine head

according to their request.
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SZ-3 SQUARE PEDESTAL WITH FREQUENCY CONTROLLED SPEED

SZ-3 Square Pedestal with Frequency Controlled Speed

SZ-3 Square Pedestal with Frequency Controlled Speed is

support device for bag closing machine head and feed-in device.

Constituted by a sewing head, a feed-in device, a column, a motor for

the sewing head, and electrical equipment, it can work together with

conveyor to complete the bag stitching assignments. The height of

sewing head and feed-in device can be manually adjusted so as to

meet different bag height. Frequency Control System is installed

on it to control the speed of sewing head.

Motor: 370W, AC380V, 50HZ (or according to customer’s

request);

Height of bags: 400-900mm, or according to customer’s request;

Pedestal made of Stainless steel can be customized.

Customers should select bag closing machine head and

feed-in device according to their request.
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QHS-331 AUTOMATIC SEALING MACHINE

QHS-331 automatic sealing machine can seal thicker PE or PP plastic bags, plastic composite bags, aluminum-plastic

composite bags, and woven bags with PP or PE plastic bags with high quality, high efficiency and continuous sealing. Le is

widely used in the packaging of chemical raw materials, pharmaceutical raw materials, grain, food, feed and other

industries that have strict requirements on the sealing degree and firmness of the bag mouth.

Voltage Three-phase five-wire AC380V/50Hz

Seam speed 8.5m/min (7-12m/min can be customized)

Height from seam center to ground Adjustable within the range of 750-145mm

Minimum height from material to bag mouth Not less than 200mm

Temperature control range 50-200℃

Ambient temperature 5-35℃

Total power 5KW
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QKS-232C HEAT SEALING SEWING MACHINE

Supply voltage AC380V/50Hz

Total power 6.5 KW

Transmission power 0.75KW

Sealing speed 8.5m/min (7-12m/min can be customized)

Height from sealing center to ground Adjustable within the range of 750-1450mm

Min height from material to bag mouth Not less than 200mm

Temperature control range 50—200℃

Ambient temperature 5---35℃

Gas contumption 3m³/h

QKS-232C heat sealing sewing machine
QKS-13DC heat sealing sewing machine is suitable for sealing and sewing large bags such as kraft paper bags, multi-layer

kraft paper bags, paper plastic(composite inner PE) composite bags and paper woven composite bags with the packaging

weight of 25-50kg in grain and chemical industries. The production capacity can reach 600-800 bags /hour.
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QKS-13DC HEAT SEALING SEWING MACHINE

QKS-13DC heat sealing sewing machine is suitable for
sealing and sewing large bags such as kraft paper bags, multi-layer

kraft paper bags, paper plastic(composite inner PE) composite bags

and paper woven composite bags with the packaging weight of

25-50kg in grain and chemical industries. The production capacity can

reach 600-800 bags /hour.

1. The equipment can be equipped with bag mouth dust removal

mechanism to absorb powder from bag mouth.

2. The machine adopts special sewing machine with continuous input

to realize simultaneous sewing and conveying. it is also equipped with

automatic thread cutting mechanism and wire breaking warning

device.

3. Electromagnetic clutch is used to control the operation and braking

of sewing machine, which can locate accurately and avoid damage to

motor caused by frequent starting.

4.The device can automatically control the pneumatic mechanism to

realize the traction and cutting of the paper tape, and the action is

stable and reliable.

5. The equipment adopts microcomputer control system to accurately

control the temperature of the heating mechanism to realize the heat

sealing of hot melt paper tape and make the bag mouth reliably sealed.

Supply voltage AC380V/50Hz

Total power 4.5 KW

Sealing speed 8.5m/min

Height from sealing center to ground 740-1450mm, can be adjusted

Min height from material to bag mouth ≧200mm

Temperature control range 50—200℃

Ambient temperature 5---35℃

Gas contumption 3m³/h
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QHS-13DC SEALING AND STITCHING AUTOMATIC PAKAGING MACHINE

QHS231 Sealing and Stitching Automatic Packaging Machine

QKS-231 automatic sealing and stitching packaging machine can seal thick PE or PP plastic bags with high quality, high
efficiency and continuous sealing, as well as paper-plastic composite bags, aluminum-plastic composite bags, and woven inner
bags of PP or PE plastic bags. On the basis of high-quality heat-sealing of the inner bag, the outer bag hemming sewing
function is realized. It can be widely used in the packaging of chemical raw materials, pharmaceutical raw materials, grain,
food, feed and other industries that have strict requirements on the sealing degree and firmness of the bag mouth.

voltage Three-phase five-wire AC380V/50Hz

Total power 5.9 KW

Transmission power 0.75KW

Sewing machine motor 0.37KW/1400r/min

Heat sealing power 0.5KW×6

Reserved conveyor power 1.5KW (frequency converter)

Sealing speed 8.5m/min (7-12m/min can be
customized)

Height from sealing center to ground Adjustable within the range of
750-1450mm

Minimum height from material to bag
mouth

Not less than 200mm

Temperature control range 50—200℃

Ambient temperature 5—35℃

Air consumption 1.5m³/h


